@) Nemalux LED Lighting

PODLED

The Nemalux PODLED is a durable and robust fixture with a projected

lifespan of 100,000 hours.

The Nemalux PODLED lets you achieve a

variety of different lighting effects, from surface grazing to direct

illumination of target spaces or objects.

For mounting flexibility, the

PODLED come with an adjustable L-bracket or recessed mount option, both
designed with an adjustable focusing lens. In addition to the recessed
option, Nemalux offers a Half-moon cover for more control of the direction

of light.
KEY FEATURES

* Available with 30° to 100° adjustable beam width

* Appropriate thermal management for longevity.

* Adjustable mounting bracket

* Operational and environmental benefits of LED technology

* Robust construction suitable for outdoor applications

TECHNICAL SPECIFICATIONS / MAXIMUM RATINGS

HOUSING Aluminum

MOUNTING L Bracket or Recessed
V' max 16 VDC

POWER 1.8 W @ 12 VDC t
TYPICAL INPUT VOLTAGE 12 VDC

CURRENT 150 mA @12 VDC
CONNECTIONS 3ft Flying Lead

TEMPERATURE RANGE

-40°C - +85°C

TYPICAL CASE TEMPERATURE

~15°C above ambient temperature
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CERTIFICATIONS

General Application
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Note: Recommended recessed
opening 45mm x 50mm depth

INGRESS PROTECTION P54
COLOR TEMP RANGE CW: 6500k | WW: 3500k PHOTOMETRICS
CRI VALUE CW: 75 | WW: 80
TOTAL LUMENS 67
TOTAL SCOTOPIC LUMENS 154
WEIGHT 15 oz
MODEL COLOR OPTIC FINISH STYLE 30°
PODLED — — —
CW -Cool White C -Clear BLK -Black REC -Recessed
WW -Warm White F -Frosted WHT -White HMN -Half Moon
ALU -Aluminum
*Contact for
custom LED *Contact for
color custom color 100°
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